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ABSTRACT

Mission Research Corporation (MRC) has completed a design study for a compact
lightweight pulsed power source for airborne and spaceborne applications. Two designs
were developed during the contract period. Both designs were constrained to -500 kV
output pulses, 10 Hz repetition rates, and 2 ft. diameters. The designs utilized high

* voltage pulse-forming networks (PFN) composed of liquid capacitors and air-core
inductors. Dual resonance spiral strip transformers were incorporated into the designs for
charging the PFNs from lower voltage capacitor banks. A mixture of water and ethylene
glycol was used in the capacitor designs in order that the operating temperatures (-4.50 C
to +1100 C) of the designs could be extended beyond that of pure water.

A pulser built from the final design would be capable of nominally producing
-500 kV, 100 ns, 10 fl pulses (i.e., 3 kJ). Such a pulser would be 10.9 ft. long (without
prime power, power conditioning, and load) and would weigh 1300 lbs (with power
conditioning but without prime power and load). The design has the unique advantage of

• being mechanically "tunable" to any desired pulse length (100 ns to 500 ns) or
impedance (10 fl to 50 fl) as long as the output energy of the pulser is not changed from
3 kJ. However, the output energy may be extended to 4 kJ by adjusting the mixing ratio
of water and ethylene glycol in the capacitors.

* The first design, based upon the original goals of the study, would yield a pulser
that would produce -500 kV, 200 ns, 100 n pulses. Due to a slow fall time, this pulser
would generate 800 J pulses. The lower energy pulsed power source, however, could
produce very fast rising pulses (about 1 ns) with little variations in the plateau of the
voltage (9%).
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1.0 INTRODUCTION

For many years now multi-gigawatt pulsed power systems have primarily been
laboratory tools developed for a variety of applications. In the laboratory, there has been
little or no effort in constructing lightweight compact pulsers. However, recent advances
in directed energy technology and in high power devices will move these weapon and
device concepts from the laboratory to the field. A major concern in fielding these new
devices is the ability to build the electrical driving sources, the pulsed power, for these
devices. The pulsed power sources must be capable of delivering the specified electrical
requirements (e.g., voltage, impedance, pulse length, rise time, etc.) while not exceeding
the mechanical and physical requirements (e.g., weight, volume, and simplicity) necessary
for airborne and spaceborne systems.

This document describes a six month investigation conducted by Mission Research
Corporation (MRC) for the Aero Propulsion Laboratory of the U.S. Air Force's Wright
Aeronautical Laboratories to design a high voltage pulser capable of airborne and
spaceborne operations. The original objectives of the study were to produce a design
with blueprints for a pulsed power source with the following specifications:

a. 500 kilovolt output;

b. 200 nanosecond pulse length;

c. one nanosecond or less rise time;

d. 10 hertz repetition rate;

e. load impedance of 100 fl in series with 25 nH; and

f. minimize weight and volume with 1,300,000 cm 3 and 600 pounds as design goals.

0

Additional specifications were imposed during the study period. These additional
specifications were:

a. maximum 2 foot diameter cross-section;

b. voltage pulse flat top less than 15%;

c. maximize operating temp .ature;

1



0

d. maximize mission life;

e. minimize cost; and

f. maximize reliability and simplicity.

A design meeting these requirements was essentially completed and is detailed in
Chapter 3. However, discussions with Air Force personnel altered the above design goals
to higher energies (multi-kilojoules) and lower impedances (10 fl) while maintaining all of
the other requirements. Chapter 4 presents the results of the higher energy pulser design.
Appendix A contains the component drawings for a 3 kJ pulser described in Chapter 4.
Alternative pulse-forming networks (PFN) were examined and the results of this
examination are presented in Chapter 2. In order to understand the evolution of the
design, the remainder of this chapter describes the design approach presented in the
Phase I proposal.

The original design as presented in the Phase I proposal (Ref. 1) utilized a lumped
element Blumlein pulse-forming network (PFN) as shown in Figure 1. Each leg or side of
the Blumlein was based on a Type B Guillemin network (Refs. 2, 3). Such Guillemin
networks have been used since World War II in radar modulators to produce long pulse
lengths in small volumes. The Blumleir, was to be packaged in a low volume low weight
geometry. Figure 2 is a sketch of the high voltage network. The shape may be described
as a corrugated tri-plate geometry. The regions of minimum spacings between the center
conductor and the corrugated sections formed the capacitors of the Blumlein; the regions
of maximum spacing formed the inductors of the Blumlein. Water was added to the
capacitor sections to increase the capacitance and reduce volume but an insulating gas
was used for the inductor sections to reduce weight. The lengths and widths of the
corrugated sections were to be adjusted to achieve the required values for the inductors
and capacitors. The Blumlein was estimated to fit in a volume measuring
7 ft x 2 ft x 2.5 ft.

To achieve the fast rise times required, resistors were placed in parallel to the
inductors nearest the load. These resistors dramatically reduced the rise time of the
pulser as compared to the case where the resistors were not present without significantly
reducing the energy delivered to the load. In a conventional lumped element
pulse-forming network, the rise time is limited, approximately, by the sinusoidal rise
associated with the inductor and capacitor combination of the last stage before the load.
In the original design, the rise time was limited by the exponential folding time (i.e., L/R
time) of the resistors and load in series with the stray inductances of the resistors,
switch, and load. The use of the resistors along with appropriate timing of the closure of

2
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the start and prepulse switches reduced the rise time by a factor of over 50 in circuit
simulations. Figure 3 shows the output voltage pulse of the original design.

0

• 600
400

- 200

0
>

0

,II ,I ,I

0 100 200 300 4O0 500

TIME (ns)

VG-959

Figure 3. Output pulse of Phase I proposal pulser.

An air-core step-up transformer, operated in dual resonance, was to charge the
Blumlein circuit. Such transformers can achieve 20 to 1 step-up ratios with better than
90% energy transfer from primary to secondary. Unlike Marx generators, transformers
allow the initial energy storage capacitors (placed on the primary side of the transformer)
to be completely operated at low voltages with a correspondingly reduced volume for
voltage stand-off. Also, the initial energy storage capacitors can be switched into the
PFN with only one switch as opposed to many switches required for Marx generators
charging PFNs.

The original design was estimated to weigh less than 600 pounds and be contained
in a volume of about 46 ft3 . Table 1 lists the weight, volume, and energy efficiencies of
the original design.

During the course of the Phase I design study MRC conducted discussions with Air
Force engineers and officers at the Aero Propulsion Laboratory and the Air Force
Weapons Laboratory. Based upon these discussions, several of the specifications for the
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pulser were changed. In the end, it was decided that the pulser must be capable of
producing an output with 500 kV, 10 10 or lower, 200 ns or longer, and approximately
10% rise time in as compact and lightweight geometry as possible. With that in mind,

MRC has produced a design that exceeds the original design goals (except for weight) and
nearly achieves the specifications lisLed for a 10 P p,,Iser. The final design, as described
in Chapter 4, would be capable of producing 500 kV pulses into 10 r) with pulse lengths
between 100 ns and 150 ns (depending upon the water/ethylene glycol mixture used in
the capacitors). The pulser would be 2 ft in diameter by 10.9 ft long from primary
capacitor bank to output switch, including housing. The pulser would weigh about
1,300 lbs. Most interestingly, though, is that the pulser design allows adjustment for
different load impedances. By simply changing-out the inductors of the PFN, the output
impedance and pulse length can be changed to almost any value between 10 and 50 fl.

7



2.0 ALTERNATIVE DESIGNS

The first activity of the design study concentrated upon examining and comparing
different circuit designs for the high voltage section of the pulser. Two classes of circuits
were examined: Guillemin voltage fed pulse-forming networks and slow wave structures.
The criteria for comparisons not only included electrical, size, and weight performances
but also potential problems associated with operations (e.g., charging of the circuits) and
difficulties of fabrication and cost management.

Two additional approaches to the design of compact pulsers became apparent
during the course of the study. The first approach would utilize high dielectric constant
materials in pulse-forming line geometries to achieve the desired compactness.
Fabrication of both ceramics (Ref. 4) and plastics (Ref. 5) with high dielectric constants
has been demonstrated. However, these materials are probably several years away from
use in laboratory pulsed power sources and even further away from use in airborne or
spaceborne applications. The second approach would directly drive a load with a
transformer. This would eliminate the high voltage pulse-forming line or network. All of
the pulse shaping would be performed by a network on the primary side of the
transformer. Initially in this design study, fast rise time was an important output
parameter. The inductance associated with a transformer was believed to restrict the
fast rise time. Recent results, however, indicate that fast rise times are possible with this
approach.

2.1 Guillemin Networks

During World War II Ernst Guillemin developed several passive electrical networks
for producing rectangular voltage pulses of any desired pulse lengths or impedances
(within the limits of realistic element values) (Refs. 2, 6). Guillemin networks have been
utilized in pulsed power systems and modulators since their invention. However, no one
has attempted to develop them for very high voltage pulsers (above a few hundred
kilovolts). The five basic Guillemin networks are shown in Figure 4. For a pulse of
impedance Z and pulse length r, the inductor values are calculated by multiplying the
factors for the inductors by Zr and the capacitor values are calculated by multiplying the
factors for the capacitors by T/Z. The networks are canonical realizations of each other.
In fact, the most basic realization, not shown in Figure 4, involves several LC series
resonant circuits connected in parallel. The resonances of the LC sections of this most
basic network drive the load at the frequencies of the lower order Fourier components of
the voltage pulse. That is, the Guillemin netv )r s mock the important frequencies
necessary for a rectangular pulse. It can be b ,vn that only the first five frequency

8
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Figure 4. Guillemin pulse-forming networks.



components are necessary for a pulse with a rise time that is approximately 8% of the
pulse length. Consequently, only five LC sections are necessary for a network with an
8% rise time.

From Figure 4 it is obvious that the Type D is not realizable since negative
inductor values are necessary. However, the Type E network is actually another
realization of the Type D where the negative inductors have been replaced by mutual
inductances or transformers. For a compact high voltage system, the mutual inductances
present an unnecessary complication, especially when considering the Type B network.
The Type E network, however, allows constant capacitor values from one stage to the
next, and, indeed, many radar modulators are constructed from the Type E. Since the
capacitors imagined in this design study may be adjusted to any value, the constant
capacitance values of the Type E are of no significant advantage.

Both the Type A and Type F orient the capacitors such that they are stacked in
series, so to speak, and parallel with the load. This suggests the possibility of operating
these PFNs in a Marx generator like arrangement. Figure 5 illustrates a Type F in a
Marx like configuration. The capacitors could be charged in parallel at low voltage
through charging resistors or, as in Figure 5, inductors. At peak charge, switches
between the stages of the PFN would be closed with a resulting rectangular pulse at the
load. This would have the obvious advantage of reducing the voltage required to charge
the PFN. Unfortunately, the Types A and F networks require large variations in either or
both of the inductor and capacitor values from the first to the last LC section. In
practice, such variations are difficult to construct. Additionally, the capacitors are
difficult to physically layout in a compact geometry. The capacitors must be stacked
along the long axis of the pulser housing. Since the housing must be at ground potential
(for equipment and personnel safety external to the pulser), the electric field effects at
the edges of the capacitors become difficult to maintain below breakdown levels. This
problem is further compounded by placement of the inductors near the capacitors.

The only Guillemin network remaining is the Type B. This type has reasonable
component values and has no negative or mutual inductances. The Type B also lends
itself well to construction in a compact fashion. One side of all of the capacitors can be a
common conductor acting as the PFN ground. As will be shown below, for these reasons,
the Type B was chosen as the PFN for the pulsed power source.

2.2 Slow Wave Structures

Slow wave structures (SWS) have been proposed as PFNs for pulsed power
machines (Ref. 7). Slow wave structures act in a distributed parameter fashion to reduce

10



0

CHARGING INDUCTOR

•KLOAD

p I

PULSE-FORMING NETWORK VG-959

Figure 5. Guillemin Type F network in a Marx-like configuration.

the speed of light in a circuit (Ref. 8). Typically, a structure is built which requires
electromagnetic waves to travel a convoluted route requiring more time for the waves to
travel the convoluted path rather than a straight path. Consequently, the SWS acts as a
delay line. For example, many SWSs are built in a coaxial geometry with a helical inner
conductor. To first order, the electromagnetic waves in the helical SWS are forced to
follow the path of the helix. Thus, the time required for the waves to travel from one end
of the helix to the other is longer than the time required for a wave to travel a path
parallel to the axis of the helix.

As with transmission lines or PFNs, SWSs can be used as energy storage devices.
Typically, the impedance of SWSs will be proportional to the electromagnetic wave
velocity in the circuit. Thus, for pulse-forming SWSs are only suited for high impedance
outputs. Unfortunately, SWSs are dispersive to electromagnetic waves. For pulse
generation, poor flat tops are produced. Since a pulse is composed of different frequency
components, a SWS allows different frequency components to arrive at the load at
different times in the pulse. The result is a pulse with large voltage excursions at the end
of the pulse. In order to reduce this effect the convolution of the SWS would have to be
tapered or tailored in a specific way. This would require on the order of 100 individually
fabricated parts per PFN. Additionally, there are some questions related to the dielectric
strength of the SWS. The convoluted structures can require edges and spacings between
the edges where voltage stand-off become difficult for fractional megavolt devices. As a
result of these difficulties associated with the SWS and their impedance characteristics,
SWSs were ruled-out as candidates for the design of this program.

11



3.0 THE EIGHT-HUNDRED JOULE DESIGN

This chapter describes the design which achieved the original design goals outlined
in the first chapter. These goals correspond to an output energy of 500 J per pulse.
However, the final design described here produced closer to 800 J as the result of a slow
pulse fall time.

3.1 Network Design

Based upon the results of comparing the alternative circuit designs, a Type B
Guillemin PFN was chosen as the circuit for the Blumlein. In order to reduce the
number of inductors with their corresponding volume, an attempt was made to reduce
the number of LC sections for the PFN. The energy storage was to be held constant by
increasing the capacitances. The number of LC stages was reduced from 5 to 2 per
Blumlein side (i.e., the total number of stages was reduced from 10 to 4). This was
accomplished by synthesizing (Ref. 2) a Type B Guillemin network with a 33% rise time
(i.e., 33% of the pulse length).

A network of two LC series tank circuits connected in parallel was developed. The
current from one such tank circuit is given by:

iv =VN CVsin (1  k)(1)

where i is the current in the tank, v is the stage or section number of the tank circuit,
VN is the PFN output voltage, t is time, C, is the stage capacitance, and L, is the stage
inductance. Now the Fourier series of a pulse train beginning at time zero (an odd
function) is given by:

(t) = It  b, sin (virt/r) , (2)
V= 1

where r is the pulse width, It is a the PFN output current, and:

2 r0 i(t)b,- f sin (Lirt/r) dt (3)

12
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The values of the capacitances and inductances were determined by matching the
coefficients for the terms in the Fourier series and the tank circuit currents. Thus, the
parameters may be expressed as follows:

L.=ZNr rb,, (4)

vrb, vrZN

The integral for bL, was evaluated for pulses with parabolic rise and fall of 33% of the
pulse width. That is the current of the PFN was specified to be:

2 -L - t t<a

*iIt) a < t < r- - ,-ar (5)

S 1- a--T- , r-ar < t < r ,

where a is the rise time and fall time of the pulse. In this case a was 0.33.

The parallel series resonant circuit was then converted to the ladder network of the
Type B form by alternately removing poles and zeros at infinity of the complex frequency
space of the PFN's driving point impedance (first Cauer form Ref. 9). The result was the

* circuit shown in Figure 6. Although the purely reactive PFN circuit would only produce
33% rise times, the addition of the bypass resistors to the last inductors of the Blumlein
produced fast rising pulses in the circuit simulations.

The overall circuit design for the 100 fl pulser is shown in Figure 6. As with the
* original proposal design, stray reactances are shown at the load. Additionally,

inductances of the bypass resistors were added. Figures 7 and 8 show the simulated
output pulse with different voltage and time resolutions for the circuit of Figure 6.
Excluding the initial voltage drop after the fast rise, the voltage flat top varied by no
more than 7% over the 200 ns pulse. The rise time was less than a nanosecond. However,
this very fast rise was the result of the 30 pF stray capacitor on the Blumlein side of the
prepulse switch. When this 30 pF capacitor was removed, the rise time corresponded to
the slower second (about 20 ns) rise as seen in Figures 7 and 8. This slower rise was the
L/R exponentiation time of the bypass resistors in series with their inductances (100 nH)
and the load and its inductance (25 nH).

Once the Blumlein circuit had been designed, attention was turned to the values
and sizes of the various charging and isolation inductors of the Blumlein. The various
inductors are shown in Figure 9. The capacitors of the Blumlein (CPFN) are charged
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through a transformer by dual resonance charging from capacitors on the transformer's
primary side (Cpri). The transformer has inductances associated with its primary (Lp.)
and secondary (Lsec) sides. One condition for maximum energy transfer from one side of
the transformer to the other side is that the resonant frequencies of the primary and
secondary sides be equal. If L, is small this resonance condition may be expressed as:

1 1 (6)
L ,C,, L.o 2 CPFN

or:

LpriCpi: = 2 LsecCsec (7)

An isolation inductor (LI) must be placed between the two sides of the Blumlein so
that both sides reach full charge. In Figure 9 the isolation inductor maintains the upper
side of the upper Blumlein capacitor (the upper CPFN) at ground potential during
charging of the Blumlein. Since the upper capacitor will essentially invert its voltage
polarity when the start switch is closed, the isolation inductor must appear as an open
circuit during the output time of the pulser. These conditions for the isolation inductor
may be written as:

wL < 1 (8)
iJCPFN

or:

1
W< (9)

VLICPFN

* and:

2rL1 , ZPFN

r ,(10)
T

where r is the pulse length of the PFN, and ZPFN is the output impedance of the PFN.

In order for the Blumlein to operate, the voltage of the upper PFN in Figure 9
must invert. This is accomplished by an inductor, referred to here as the swing inductor,
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in series with the start switch (Ls). The upper PFN capacitor and the swing inductor
oscillate as a parallel LC circ::it. The oscillation period of the PFN capacitor and the
swing inductor must be larger than the pulse length of the Blumlein. Otherwise, the
oscillation of the PFN capacitor and the swing inductor is imposed upon on the Blumlein
output. This may be expressed as follows:

* 'LsCPFN T , (11)

or:

Ls > (12)

Additionally, the swing inductor must be much smaller than the isolation inductor so
that the voltage on the upper PFN inverts before any charge can be depleted through the
isolation inductor (LI > Ls).

All of these conditions can be combined and written as follows:

L ,  L S2 (13)
L - 2 2 CPFN

Now if one allows > to mean 5 times greater than and since r = 200 ns and
CPFN = 3.7 nF, the values for the inductors become:

Ls =54AH, LI=27014H, and L.. =675 H (14)

The value for the transformer secondary is within the range of such transformers, and the
swing inductor value is larger than desirable but not unreasonably large. However, the
isolation inductor value for the high voltages it must stand-off was deemed too 1 . a
compact system.

Two additional disadvantages of the Blumlein arrangement became apparent. First,
although the Blumlein is charged to the output pulse voltage, the voltage inversion
necessary for one PFN of the Blumlein requires the same voltage stand-off as the a
conventional PFN (twice the output voltage). This is particularly true for long pulse
length sources where delay times of breakdown events cannot be utilized to enhance the
stand-off voltages of the pulser components. Blumlein operations provide an advantage
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where power supply voltages are limited. (Not a problem in this case.) Second, the
Blumlein has two additional inductors and an additional switch that a simple PFN pulser
would not. Although, these components present no real problem (except for the isolation
inductor) they do reduce simplicity and would reduce reliability. Consequently, the
Blumlein configuration was abandoned and a straight PFN circuit was adopted.

The resulting 100 0) pulser circuit is shown in Figure 10. The PFN design is the
same as that for the Blumlein. However, the impedance of the straight PFN is twice that
of the PFN arms of the Blumlein design. Consequently, the inductor and capacitor values
are different. Figure 11 shows the simulated output of the PFN. Again, the initial fast
spike at the beginning of the pulse was the result of the stray 30 pF capacitor discharging
into the load. However, the flat top of the pulse only varied by 9%. The better flat top
performance was the result of two effects. A Blumlein operates by essentially allowing
one side of the Blumlein to change voltage polarity and then stack the outputs of the two
PFNs or transmission lines in series. Thus, any voltage variations in the individual arms
of the Blumlein design were multiplied by two in the output of the Blumlein since the
two arms are exactly alike (i.e., have the same driving point impedance). Second, the
inductance of the bypass resistor was reduced by eliminating the large loop in the stage
of the PFN nearest the load in the Blumlein. Consequently, the L/R time of the bypass
resistor loop was smaller.

100l 8OnH

4.44AH 5.0614H

CHARGING 25nH

* CIRCUIT 975 pF 875 pF 30 pF 20 pF

T 

1000

Figure 10. Network schematic of 800 J PFN.
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Figures 12 through 14 show additional simulations of the design. Figure 12
illustrates the energy and power performance of the 100 fl pulser. The energy and power
are presented in negative values since these parameters represented extracted values.
Normally, a 500 kV, 200 ns pulse would produce 500 J of energy. However, the slow fall
time of the pulser provided an additional 300 J. The energy consumed by the bypass
resistor was a modest 11% of the output energy, as seen in Figure 13. For a low energy,
ren,- -"ively pulsed source, as the 100 fl design is, the waste energy of the bypass resistor
is iifficult to manage. Finally, Figure 14 shows the voltage on the PFN capacitors
during charging and the PFN output voltage on the same time scale.

3.2 Component Design

Based upon the results of the circuit design, an attempt was made to design the
PFN components utilizing a flat plate geometry. An electrostatic field solving code,
JASON (Ref. 10), was used to determine the electric field values within the capacitors.
These field levels were then compared to known or calculated field breakdown levels in
the media of the components. Dimensions were forced as small as breakdown limits
would allow.

Early JASON calculations indicated that the flat plate geometry would be difficult
to implement. Large field enhancements at the plate edges would have required very
carefui grading of the fields at the edges. Such grading would have involved a gradual
flaring of the capacitor edges with an increase in the PFN volume. Additionally, the flat
plate configuration appeared difficult to mount in some reasonable housing. For
equipment protection and personnel safety, the PFN must be placed in a conducting
housing. Such a housing presented an electrical breakdown problem between the high
voltage plates of the PFN and the housing. Also, the housing produced stray
capacitances between the high voltage side of the PFN and the housing (ground) with a
consequential degradation in the electrical performance of the pulser.

Alternatively, a coaxial geometry eliminated these problems. The housing could
then act as the ground side of the capacitors, while the inner conductor of the coax could
be charged to the PFN charging voltage. The stray capacitances were also folded into the
shape of the coax. As a result the component designs were converted to coaxial
geometries. Figure 15 shows the overall layout of the 800 J pulser in its cylindrical form.

Capacitance values were calculated from a standard formula for coaxes (Ref. 11)
and is given by:
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~8.5 ft. =

Figure 15. Physical layout of 800 J pulser design.

* 27rte15C- in(b/a) ' (15)

where b is the outer radius of the coax, a is the inner radius of the coax (a and b
may be in any units so long as they are in the same units), t is the length of the coaxial
region of interest, and c is the permittivity of the capacitance medium. To provide some
degree of temperature tolerance, the capacitors were designed with a water ethylene
glycol mixture. Glycol is antifreeze and lowers the freezing point of water while also
raising the boiling point. However, the glycol also lowers the dielectric constant of water.
For the maximum temperature range, a water to ethylene glycol ratio of 40:60 is
required. This ratio reduces the dielectric constant of water (Ref. 12) from 80 to 58.
(More will be presented on water dielectrics in the next chapter.) The capacitors of the
800 J pulser were designed with a dielectric constant of 58.

Electric field values were calculated according to, again, a standard formula
(Ref. 11) by the expression:

E = (16)
rIn (b/a)

where E is the electric field strength at a specific radius r in the coax, V is the
voltage of the capacitor, and b and a are the outer and inner radii, respectively. Now,
the breakdown strength of water can be calculated according to Martin (Ref. 13) by:
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0k

Eb, = k (17)tf3 A11ef i

where Ebr is the electric field breakdown strength in MV/cm, tefr is the effective charging
time on the water in ps, A is the area of the electrode in cm2 , and k is a constant
which is 0.3 for positive charging or 0.6 for negative charging. The effective time is the
time necessary for the charge to change from 63% full charge to full charge. Essentially,
the values of k and A are determined by the electrode which has the higher electric
fields. For the 800 J pulser, k and A were evaluated for the inner electrode. Some care
must be taken with Martin's equation. The equation is an empirically derived expression
for single pulse applications. The accuracy of this equation for repetitively pulsed
compact water dielectrics is not known. However, Martin's equation is probably not
more than a 50% off of its single pulse values.

JASON was utilized to calculate some of the electric field strengths and
capacitances of the 800 kJ PFN. These calculations agreed with the results from the
analytical expressions described above. However, the JASON calculations were
terminated when the emphasis of the study turned to higher energy designs. The JASON
results from the 3 kJ design may be adapted to the 800 J design.

Table 2 presents the dimensions of the PFN inductors. These dimensions were
obtained from the following formula:

N2 r2  (18)L-(10t +9r) '(8

TABLE 2. Inductor parameters.

(number of turns = 5 , length = 25 cm)

n L ( 4H) Radius (cm)

1 5.06 12.8

3 4.44 11.8
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where L is the inductance of the coil in 4 H, N is the number of turns, I is the length
of the coil in inches, and r is the radius of the coil in inches. More accurate formulae are
presented in Grover (Ref. 14) and the formula above agrees within 15% with the
formulae of Grover.
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4.0 THE THREE/FOUR JOULE DESIGN

Based upon discussions with Air Force personnel, a multi-kilojoule design was
attempted. This attempt was based on the same concepts presented in the previous
chapter. Basically, a coaxial geometry of alternating water capacitors and gas insulated
coil inductors was utilized. The physical design is shown in Figure 16. This design
produced approximately 100 ns pulses with a 10 l output (i.e., 3 kJ) in circuit
simulations. As.opposed to the 800 J design, this design does not use a bypass resistor
for fast rise time and enhanced flatness of the flat top. At this energy, a bypass resistor
would consume an unacceptable amount of energy. Table 3 lists the parameters of the
sub-systems of the pulser design including an estimate of the power conditioning (not
shown in Figure 16) weight and volume as determined from Appendix B. The 3-4 kJ
pulser is estimated to cost $30,000 for a single copy and approximately $15,000 per copy
under mass production (without power conditioning, prime power, gases, and fluids).

4.1 Network Design

Without the bypass resistor, the design approach used for the 800 J design had to
be altered. In order to maintain a reasonable rise time with an acceptable flatness, a
Guillemin PFN with a parabolic rise and fall of a = 0.2 (i.e., a 20% rise time) was
synthesized. Such a circuit requires three LC sections in order to have reasonable
convergence and acceptable flat top variations. The resulting PFN schematic is shown in
Figure 17 without the stray elements.

Extensive simulations were conducted to evaluate and refine the performance of the
pulser design. Figure 18 shows the circuit schematic used to simulate the PFN. Since the
impedance of the pulser design was low, the capacitors were simulated as
semi-distributed elements. This was accomplished by decomposing each capacitor into
five capacitors and five inductors in a ladder network. Additionally, realistic parasitic
reactances were added to the output of the pulser. These parasitics mostly involved stray
capacitances associated with a spark gap output switch and an electron beam diode.
Since most stray inductances are in series with the output, the stray inductances may be
incorporated into the PFN inductor nearest the load. Circuit simulation results are
shown in Figure 19 for the 10 fl, 100 ns pulser design. The output voltage had a pulse
width of 108 ns as measured from the time the voltage first reached -500 kV to the time
the voltage last crossed -500 kV. The voltage rose from 0 kV to -500 kV in 12 ns (or 11%
of the flat top time) and had a flat top variation of 140 kV (or 28% of 500 kV). Three
larger humps in the flat top were associated with the three LC sections of the PFN. The
smaller faster oscillations were the result of oscillations (i.e., distributed parameter
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TABLE 3. Parameters of 3 kJ pulser components.

OUTPUT ENERGY
AVERAGE POWER TRANSFER OUTPUT

COMPONENT WEIGHT VOLUME EFFICIENCY AVAILABLE AT PER PULSE POWER PER
lb t

3  
OUTPUT L0 Hs PULSE

(kg) (em
3

) kW Joules GW

PRIME POWER 44.3 4430

POWER 73 0.85 85 37.7 3770
eONVERTER, 70 kV (33.1) (24.070)

PRIMARY CIRCUIT IT 6.2 95 38.8 35S0
(50.7) (175,570)

TRANSFORMER 330 3.6 90 32.2 3220
(159) (101,940)

PULSE-FORMING 820 22.3 96 30.6 3040
NETWORK (251) (631,470)

OUTPUT SWITCH 79 1.2 98 30.0 3000
(35.8) (33,980)

NET SYSTEM 1300 34.2 67.7 30.0 3000 25.0
(SOO) (967,030)

L3 = 2$QnH L 3 1 SnH L1  1"4

I. I C1 .

*C 5 *.SnFT ______4f• c,.,.,OT T T ,,
R-1140

Figure 17. Type B Guillemin pulse-forming network for Phase I design.
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effects) in the PFN capacitors. Additionally, the stray reactances around the output
region of the PFN induced the strong fast oscillations early in the pulse. Figure 20 shows
the energy out of the pulser. Since the circuit solving code calculated the energy
extracted from the PFN, the energy is presented in negative values in Figure 20.

An important advantage of this PFN design is pulse width and output impedance
agility. The PFN design may be quickly and easily converted to higher output
impedances and longer pulse widths by changing the PFN inductor values. However, the
energy stored by the PFN at peak voltage during charging (or, alternatively, the output
energy) must remain at 3 kJ. Thus, the relationship between output impedance and pulse
length must not violate:

- 1.4 x 0-s/fln , (19)
z

where r is the pulse length in seconds, and Z is the output impedance in ohms. The
inductor values for a given output impedance are given by the expression:

L, - k,(20)

where k, is a constant similar to those shown in Figure 4 and are given in Table 5 for the
high energy pulser, n is the subscript associated with the LC section of the PFN, and
L, is the inductance in henries of the LC section for the given impedance. Figure 21
shows a simulation in which the inductors for a 20 f0 output were used. The same circuit
schematic as Figure 18 was used except for the change in inductor values. For the 20 0
case, the small fast oscillations of the 10 fl case were not present. Since the output
impedance was higher, the distributed nature of the capacitors had less of an effect. The
20 f2 pulser had less than a 15% rise time (0 to -500 kV) and less than a 15% flat top
variation. As predicted, the output pulse length was increased to 200 ns from first to last
crossing of -500 kV.

The pulse width and impedance "tunability" allows any values from 10 11, 100 ns to
50 fl, 500 ns. The distributed nature of the capacitors and the performance degradation
associated with the parasitic reactances limit the lower impedance and shorter pulse
widths of the pulser. Reasonable inductor values and the superposition of the charging
waveform on the output waveform limit the higher impedances and longer pulse lengths.
Further, impedance/pulse width agility may be realized by varying the dielectric
constant of the capacitor media. The capacitors were designed with a dielectric constant
of 58. This was the result of utilizing a water and ethylene glycol mixture to provide a
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wider operating temperature range than that of pure water. However, the water and
ethylene glycol mixture ratio may be varied to allow a dielectric constant (Ref. 12)
anywhere from 40 to 80 but with a reduction in the operating temperature range for
ratios other than 40:60 water:glycol. Consequently, the maximum energy that may be
stored in the PFN (e, = 80) is approximately 4 kJ.

This energy would allow a 10 11 output impedance with a 150 ns pulse length. Figure 22
shows the output voltage when the water capacitor values were increased for maximum
energy and 10 fl output. The waveform is similar to the 3 kJ case but with a longer
pulse length. The output energy for the 4 kJ pulser is shown in Figure 23.

A further advantage of this design is its tolerance of high inductance loads. Almost
all loads imaginable for this pulser design will have some inductance. For example,
vacuum insulator stacks necessary for electron beam devices add inductance to the
impedances of the electron beam diodes, or transitions from coaxial to flat plate or strip
line geometries are inductive. This inductance tolerance may be realized by allowing the
load inductance to act as part of the PFN inductor nearest the load (L 1). To simulate
this effect, the circuit of Figure 18 was changed such that the 25 nH inductor of the load
was interchanged with the 106 nH of the PFN. The resulting output voltage waveform of
the simulation is shown in Figure 24. The increased inductance at the load reduced the
oscillations associated with the stray reactances of the output switch and the load.

Thus, this design allows great flexibility in the output parameters. This single
design allows a pulser which can be adjusted to the particular application or mission of
the device or weapon it drives.

4.2 Component Design

Water was chosen as the capacitor dielectric for a variety of reasons. First, water
has a high dielectric constant (e, = 80 for purified deionized water) which allows high
energy storage, low output impedance, and long pulse length. Second, water is a
commonly used dielectric in laboratory pulsed power sources. Thus, a fair amount of
data is available on the performance of water under high field stresses (Refs. 12, 13, 15,
16, 17, and 18). Third, liquid dielectrics are somewhat fault tolerant. There is almost
always a non-negligible probability that breakdown will occur in a medium under high
electric field stresses. For a water capacitor this may represent a certain number of
breakdowns occurring in the water during a certain number of charging cycles. Water
has been shown to recover from breakdowns in times short compared to the repetition
rates required for this design (Ref. 18, 10 Hz). However, a capacitor with a solid
dielectric would be rendered permanently useless should breakdown occur within the
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dielectric. Finally, the dielectric constant of water can be varied by the addition of
ethylene glycol (Ref. 12). As described above, this variation of in dielectric constant
allows variation in the output performance of the pulser.

Unfortunately, water has a limited temperature range. The addition of the ethylene
glycol can extend this range to a maximum spread of temperatures from -45 ° C to
±110' C. However, the dielectric constants of these water and glycol mixtures are also
temperature dependent. Figure 25 shows the dielectric constant of water and glycol
mixtures for various temperatures and percentages of glycol by weight. The end points to
the left of the curves represent the freezing points of the mixtures. Temperature effect
were simulated for the 10 f0, 100 ns pulser design with a 40:60 water:glycol mixture. The
results are shown in Figure 26 for -45* C, +300 C, and +110' C.

At lower temperatures the output pulses were lower in amplitude and longer in
pulse width while higher temperatures produced higher voltages and shorter pulse
widths. At the lower temperatures, the capacitors of the PFN had higher capacitances in

* accordance with Figure 25. Consequently, the capacitors were unable to achieve full
1 MV charges. Longer pulse lengths at lower voltages were the result of higher PFN
capacitances. From Equation 4 the pulse width and PFN capacitances are directly
proportional. Thus, higher capacitances yield longer pulse lengths. The effects at higher
temperatures were the results of the same mechanisms that occurred at lower
temperatures but with opposite trends.

Extensive electric field simulations of the PFN components were conducted. These
simulations were performed to insure that no field values exceeded limits in the different
media of the PFN. An equipotential plot of a JASON calculation for the capacitor C3 is

* shown in Figure 27. Figure 28 shows the equipotentials for the inductor region of L5 .
The diamond shapes in the lower portions of the figure are JASON's representation of
the inductor conductors. The equipotentials at the peak voltage of the charging cycle are
shown in Figure 28(a). After the output switch closes, the voltages between elements of
the PFN obviously change with time. At 93 ns after switch closure, the maximum voltage

* is impressed across L5 and the equipotentials at this time are shown in Figure 28(b). A
voltage difference of 440 kV across L6 occurs at 93 ns with the left conductor (Cs) at
-865 kV and the right conductor (C3 ) at -425 kV. Table 4 lists the maximum field
strengths at different locations in the PFN (shown in Figure 29) as calculated by JASON
and the maximum allowable field strengths in the media at those locations.

Typically, insulator surfaces have the lowest breakdown field strengths of any
components within pulsed power machines. Breakdown occurs along the surfaces of such
insulators or interfaces (referred to as surface flashover) no matter what medium the

0
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Figure 25. Temperature dependence of the dielectric constant of water and ethylene
glycol mixtures. W is the percent by weight of ethylene glycol. Lower
temperature end points of the curves are the freezing points of the mixtures.
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* Figure 27. Equipotential field lines of the second PFN capacitor (C3). 100 kV separates
each line. Dimensions shown are in cm.
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Figure 28. Equipotentials of gas filled region of inductor L5 , (A) at peak voltage of

charging cycle (1 MV), and (B) 93 ns after output switch closure. The

diamonds in lower portion of figures are sections of the inductor coil.

Dimensions are in cm.
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TABLE 4. Maximum electric field strengths.

0 Location in Charging/Discharging Electric Field Breakdown Field
Figure 29 Strength (kV/cm) Strength (kV/cm)

Charging 400 400
S Charging 243 400
( Charging 151 400
* Charging 162 250
Z Charging 130 250

Charging 143 187
Charging 184 250
Charging 154 250

( Charging 130 187
Discharging 0 400

S Discharging 118 400

0 Discharging 136 400
0 Discharging 216 250
*)Discharging 141 250

Discharging 143 187
Discharging 170 250
Discharging 131 250

) Discharging 130 187
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insulator may be in. For the gas side of the insulators of the PFN, the gas pressure can
be increased to prevent surface flashover (Refs. 19, 20,and 21). However, the electric

0 fields on the water side of the insulators must be carefully controlled to avoid fiashover.
The flashover strengths can be made equal to the breakdown strength that the dielectric
is immersed in by insuring that the electric field vectors along the surface are parallel to
the surface (Ref. 17, 22). JASON was utilized to design field shaping structures near the
insulators to reduce the electric field vector components directed into the insulator

* surfaces. The toroidal shaped structures at the ends of the capacitors are the resulting
field shaping structures.

The PFN inductors were designed as described in Chapter 3. The dimensions of the
coils were calculated using Equation 18 and Grover's (Ref. 14) algorithms. The lengths
and radii of the coils were adjusted to minimize the electric field strengths resulting from
the voltage between the coils and the surrounding structures and between turns of the
coils. Thus the radii were adjusted to minimize the electric field between the coil and the
outer conductor at peak charge voltage according to Equation 16. JASON calculations
for this case are shown in Figure 28(a). The coil spacing (i.e., the pitch) was adjusted to
prevent breakdown from one turn to the next. The appropriate spacing was confirmed by
JASON simulations as shown in Figure 28(b). The coil conductor diameter (1 cm) was
chosen to reduce the field enhancement factor. The only remaining free variable allowed
to adjust the inductance was the number of turns. Table 5 lists the number of turns
necessary for the different inductors and for different impedance/pulse width parameters.

The output switch design utilizes a high voltage spark gap operated under
self-breakdown conditions. The switch pressure is adjusted so that the spark gap closes
at the peak of the charge voltage. The electrode design incorporates inserts composed of

0 copper-tungsten composites in order to reduce electrode erosion. The design allows gas
flow through the spark gap for repetitive operations. The amount of flow is difficult to
calculate and would have to be determined empirically from a prototype pulser.
However, Buttram (Ref. 23) has suggested that no gas flow may be necessary at the
repetition rates considered for this design (10 Hz). An alternative switch design is shown

0 in Figure 30. This alternative design forces breakdown in an annular area away from the
pulser axis. In this way, arc damage is spread over a larger are with a consequential
reduction in electrode erosion. The gas is injected into the spark gap on axis and flows
over the surface of the cathode and the insulator region nearest the cathode. This gas
flow cools the electrode surface (which allows lower gas flow) and removes breakdown

* particulate matter from collecting on the insulator (Ref. 24).

Unlike laboratory pulsers, the pulsers in this report have been designed to operate
over temperature ranges as large as are possible. The maximum and minimum service
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TABLE 5. Inductor parameters.

0
(length =15 cm, radius =7 cm)

z 10 11 z20 (1 z =50 fl
*n k,, L,, (nH) N,, L,, (nH) N,, L,, (,uH) IN,,

1 .1185 166 1.35 664 2.70 4.15 6.75

3 .1060 150 1.28 600 2.57 3.74 6.41

5 .1427 200 1.48 800 2.97 5.00 7.42

Pulse Length 100 ns 200 ns 500 ns
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Figure 30. Alternative output switch design.
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temperatures of materials that would be used in the pulsers are listed in Table 6. The
upper limit corresponds to the boiling point of the water and ethylene glycol mixture of
the PFN capacitors. Somewhat higher boiling points may actually occur since the high
voltage sections of the pulsers would be pressurized during operations. Transformer oil
for the transformer limits the lower operating point. Replacing transformer oil with a gas
insulator (SF 6 or fluorocarbons) would lower the lower operating temperature (-45o C)
and reduce weight. Insulators fabricated from alumina filled conventional epoxies would
allow insulators with thermal expansion coefficients equal to that of aluminum.
Cycloaliphatic epoxies also filled with alumina have been proposed for stand-offs in high
voltage, gas insulated power transmission cables.

Associated with the issue of temperature tolerance is the issue of waste heat
management. Under the worst conditions, however, the thermal mass of the pulser may
be used to absorb the heat for short bursts of operations. For example, suppose that all
of the energy of the 3 kJ design is to be absorbed by only the water of the capacitors and
that a 500 C increase in temperature is allowed. Then the pulser could operate at 10 Hz
for approximately 15 minutes. Obviously, the mass of the structural components of the
pulser and a somewhat efficient load would allow longer operating times.

4.3 Transformer and Primary Circuit Design

The PFN would be charged, through a step-up transformer, by a bank of lower
voltage capacitors. The transformer design is of the spiral strip type with a single turn
primary and multiple secondary turns inside of the primary turn. Essentially, the
secondary windings are stacked radially with the high voltage output at the inner most
winding and is led out through the center of the assembly by a rod on axis. This design
is much less prone to breakdown as a result of the stacked winding arrangement
(Refs. 25, 26). Fast rising voltage pulses are capacitively graded by the stacked
capacitances of the secondary windings. However, structures must be designed to shape
the electric fields at the edges of the wide, flat windings. Otherwise, breakdown will
occur from winding to winding at the winding edges.

The transformer would be operated in dual resonance. One performance parameter
of a transformer is its coupling coefficient (k) which is given by,

M (21)
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where L, is the total inductance of the primary circuit of the transformer, L2 is the
secondary circuit inductance, and M is the mutual inductance between the windings of
the transformer. Now, if a capacitor, C2, on the secondary side of a transformer is
charged by a capacitor, C1 , on the primary side with an initial voltage, V,, the secondary
voltage, VC2(t), may be expressed by (Ref. 27):

v 2W(t) = ( L2 [cos Wt - cos Wt (22)
2 1,1) v

This is illustrated in Figure 31. For the capacitor C2 to be charged within the first
half-cycle of the two cosine terms, the coupling coefficient, k, must be as large as possible
(i.e., k = 1). If k is not large, only low energy transfer efficiencies are obtained.

L1  M L2*M

C 1  C 2

R- 1140

Figure 31. Transformer charging of a capacitor.

Unfortunately, coupling coefficients higher than about 0.85 are not possible in
practice. An alternative is to allow the peak voltage on C2 to occur on the second-half
cycle. Such operations are referred to as dual resonance. For dual resonance, a
theoretical maximum energy transfer of 100% is achieved on the second and negative half
cycle. The coupling coefficient must be 0.6 (which may be constructed easily) and the
frequency of operation must follow:

1

LIC1 = L2C 2 = 1 (23)

Dual resonance transformers of the spiral type have successfully charged pulse-forming
lines to 3 MV with 90% efficiency and under repetitive pulse applications (Refs. 25,
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and 26). For the 3 kJ pulser, a coupling coefficient of 0.6 could be achieved with the
inductor values of L, = 1.02 AH, L2 = 310 AH, and M = 13 jH. Figure 32 shows the
charging waveforms for the 10 0, 100 ns PFN design with the above inductor values. The
primary capacitor bank capacitance was 1.22,uF charged to 70 kV. Three Maxwell Type
SS capacitors form the primary capacitor bank and are shown in Figure 16. For the
different PFN energy designs (i.e., the 4 kJ versus the 3 kJ design), different size primary
capacitor banks are necessary. This requirement is a consequence of dual resonance
which, by its name, requires:

1 _ 1 (24)

as well as energy conservation.

Additionally, the larger C1 and C 2 values will increase the charging time for the PFN.
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5.0 CONCLUSION

The Phase I design study essentially produced two designs for a compact,
repetitively pulsed, -500 kV pulsed power sources. The first design is capable of low
energies (800 J) into high impedance loads (100 fl) and fast rise times (1 ns). The low
energy design exceeds the original design goals as outlined in the introduction. The
second design is capable of producing 3 to 4 kJ outputs into loads of from 10 to 50 Q and
pulse widths from 100 to 500 ns. This design allows great flexibility in mechanically
"tuning" the pulser to specific load impedances and output pulse widths. A pulser built
from the second design would be contained in a volume measuring 2 ft in diameter and
10.9 ft long and would weigh 1,300 lbs. Thus the second design meets the volume goals
and comes close to the weight goals of the design study despite a six fold increase in the
energy goal. Production costs for the 3-4 kJ design could be lower than $15,000 per copy.
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APPENDIX A
MACHINE DRAWINGS FOR 3-4 KJ PULSED POWER SOURCE
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APPENDIX B
PRIME POWER REQUIREMENTS AFWAL QUICK LOOK REPORT
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DEPARTMENT OF THE AIR FORCE
AIR FORCE WRIGHT AERONAUTICAL LASOR.ATORIES (APSC)

WRIGMT-PATTERSON AIR FORCE SASE. OHIO 4643113

Nll. Y TO

o, O:AFWAL/POOS-2 (. A. Marh, AV785-777o0 3 APR 1987
SUSJGc?: Prime Power Requiremets - Quick Look

TO: AD/XiX (MaJ V. P. Beft)

Eglin AF , n 32542-5000

1. Reference is made to your 11 March 1987 letter, same subject,
requesting battery and power supply data.

2. Our examination of sis (6) different battery power supplies against
your requirements is asumriszd in the attached nmem.

3. For further informtlon regarding batteries, contact R. A. Marsh/
AFVAL/POOS-2/AV 785-7770 or powr conditioning contact L. D. Masie/
ANVAL/POOC-1/AV 785-5179.

WILLIAM A. SEWARD, Major, USAF 1 Atch
Deputy Director Mo for the Record
Aerospace Power Division
Aero Propulsion Laboratory
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Memo For The Record 3 April 1987

Subject: Prime Power Requirements - Quick Look

To: AD/RX (Maj V. P. Befi)

Rechargeable and Don-rechargeable batteries were examined against
the requirements stated in the AD/XRX letter dated 11 March 1987.

The rechargeable batteries examined were: Nickel-Cadmium (Ni-Cd),
Nickel-Zinc (Ni-Zn) and Silver Oxide-Zinc (AgO-Zn). Ni-Cd batteries
provide the longest service and cycle life ( 300 cycles and 10-15 years
service) the Ni-Zn batteries are intermediate (50 cycles and 5-10 years
service) and the AgO-Zn batteries provide 10 to 20 cycles over a two
year service life. If a rechargeable battery system is used, battery
charging is required prior to the mission. The rechargeable battery
data is for off-the-shelf, conventional designs. Improved rechargeable
batteries are under development and will be available in the aid 1990's.
These improved rechargeable batteries will provide significant weight
and volume reductions and increased cycle-life capability.

The non-rechargeable batteries examined were reserve batteries
which require activation prior to use. The activation process is
automatic after a signal, small electric pulse, has been provided. The
specific non-rechargeable batteries examined were lithium aluminum-
iron disulfide thermal (LiAl-FeS 2 ), lithium-thionyl chloride (LI-SOC 2 )
and lithium-chlorine thermal (Li-Cl 2 ). The LiAl-FeS thermal batteries
are widely used in tactical systems and have munitiois type storability
(15-20 years), operation over a wide temperature range (-65PF to +165°F)
and are rugged, one-shot devices. The Li-SOCl 2 liquid reserve battery
has been in development for the past ten years and is now beginning to
find use in weapon systems. The iU-SOCI battery low temperature
performance is marginal below -20"? and htorage life is around 5-10
years. The Li-Cl thermal battery is in exploratory development and
should be availabie in the early 1990-'.

The power conditioning equipment, to boost the voltage, is 92%
efficient (se Appendix A). The battery output power was calculated by
dividing the weapon power requirement by 0.92. The four weapon power
requirements examined were: 3 kw at 70 kv for ten minutes; 30 kw at 70
kv for ten minutes; 60 k1 at 70 kv for ten minutes; 1 milliamp at 15kv
for ten minutes. The results of our examination of the various battery
types and power requirements are tabulated in Appendix B.

TAM, Batteries and Fuel Cells
Power Technology Branch
Aerospace Power Division
Aero Propulsion Laboratory

71



25 MARCH 13137

AFWAL/PJG%"l-1
Ex(t. ~1

72



POWER FQ'~~N~ r2'~~ OR~&2. CGC-! HPM APPL.ICATIQ.'

- FWAL/POOC -
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~S~ -4DS Batr -5-tic 3 iowts-twr~~

KJ owat20 (Acrxiocts 7 (Avolar 1 ilrl):S

ASS'.'O'710S: oAt Kiowtt (Aviocarg/Kloc

" At 30 KidowatCts (Average):

P.C. -92~ Percent Efficien~cy, 30 Watts/Cubic Inch annL

.75 Kilatgrame/Kilowatt

" At 60 Kilowatts 9 51a~s~

A~.35 Kilograms/Ki5o1000

At 60 Kilowatts 4S 200

73



a s. ~"'jra Nr. C: Prciv)de eti;faes .ji, t;-le weir,.it ofPc.-

i. i5 :-V I t I. Pi NiI] ixciorv~, I11 Mi nut es, Freo*m Sattery
r at ~V:t

> c P. C. =92, Parc"-lc Ef fic iency, 20-3 Kil',norarms/Ki lcwatt
Oi(igh duet to L.&rQO F~i XC Wl Oitht ) arc . 10 War-c,C-cic

4(.)j ~~ ~ ~ **f I...~ I.*. *4.*,.I- **X* * #6*.(*. -t k.i**,

* p~c. ~ =.015i Kilowa~t 4; X Ul Kilograms/Kilow~att a 3.0 Kilograns

P.C. Size 15 Watts/.10 Watts/Cubic Inch 1 54D Cubic Inches

74



r, f (M N - %aU wO% IN -L
u w -a o - -p - A

C_ ___4_ (4 V NMF

00( L )w L )i
Lt, k,

LM ur"10 l - %C
U' - ., * M C4 e4 U % O% m %N

* 2 ~%NU~ ~to%* 20
- ~ u wOO

!IIV__

f- N% 4m c nelw Nt (M 0 sCSnC l-

0m 0 k r-M '0 mEW - m a(
(0wmNce M-4-4 q

-~~ ~ C V- ca- ~(( l(

C1213

C4 14 C14 941*

0c 0__ _ _ __ _ _ _ _____ _ I
y M -I

-C ACI fic I y 1

U0 -44

75


